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Specifications
e Verification option: Card, Card + Pin, Pin e Wiegand input: 1, WG24/36 Reader
e Card format: 125 KHz (EM/TM), 13.56 MHz (Mifare), HID » Exit Button dry Contact: 1
* Reading range: 7 ~ 12cm (EM/TM), 3 ~ 5¢cm (Mifare/HID) * Relay Time for Door Open: 1~60000 sec.
e Capacity: Card Capacity is 20,000 Users e Fire Alarm Input Dry Connector: 1
e Log data: 60,000 entries  Relay Time for Alarm: 0~600 sec.
e Communication interface: Ethernet e Sensor Detecting: 1
e Communication speed: 10/100M e Tamper Switch:1
e On-Line system upgrade : Web query, Setting, Deleting e Keypad: 10 numeric keys + 2 function keys
e Particular Common Pin code provides for Anti-Duress protection. e Indicators: Ring type LED& Buzzer
* Special Anti Pass Back design * Operation Temperature : 0°C~ 65°C
* Protectively ESD/Electrical Surge design protects hardware, * Operation Humidity : 5 ~ 95%RH
system safely e Power: DC 9~24V, 1A
¢ 30 seconds keypad halting for 3-times illegally pin code entered * Weight: 150g.

e Upto 50 Holiday, 32 Group List, 64 Time Zone, 64 Time schedules * Dimension: 120 x 80 x 25(mm)
provided.
* WEB management software and SDK provided.
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